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VERISTONE 1 ISSAQUAH

SW 1/4 OF NW 1/4 OF SECTION 28, T. 24 N., R. 06 E., W.M. TEMPORARY EROSION SEDIMENT CONTROL NOTES: E
1. THE INTERCEPTOR SWALES AND ASSOCIATED CONVEYANCE ELEMENTS SHOWN ON Y
CITY OF ISSAQUAH, STATE OF WASHINGTON THESE PLANS ARE SCHEMATIC. LOCATION AND ALIGNMENT OF THE SWALES MAY BE £ O
ALTERED AS REQUIRED TO FIELD CONDITIONS AND ACTUAL FINAL GRADING. ALSO, = Z &
. o= FACILITIES AND MEASURES DETAILED IN THESE PLANS ARE THE MINIMUM REQUIRED
N speB TO CONTROL EROSION AND SEDIMENTATION. FACILITIES AND MEASURES MAY BE
an 3.23 DELETED, ADDED, MOVED OR REVISED AT THE DIRECTION OF THE ENGINEER OR 0 5 10 20
DX 24 3 — MORT. S e
33 8%’;_’,777;"33‘3205,?,% PROTECT — 24" .93 2. AL EXPOSED SOIL AT SLOPES LESS THAN 3:1 TO BE TRACK-WALKED, SEEDED AND  GOALE 17 = 20
CONSTRUCTION (TYP) / COVERED WITH STRAW MULCH, 2" — 3" THICK.
3. MULCH ON ALL SLOPES STEEPER THAN 3:1 MUST BE STABILIZED WITH JUTE MAT
T — WITHIN 24 HOURS OF EXPOSURE.
| / 4. EXPOSED SOIL MUST BE COVERED WITHIN 5 DAYS OF EXPOSURE DURING THE DRY
| SEASON (APRIL 1 THROUGH SEPTEMBER 30) AND WITHIN 48 HOURS OF EXPOSURE
50 BHFH DURING THE WET SEASON (OCTOBER 1 THROUGH MARCH 31).
— = 5. ALL ROADWAYS MUST BE KEPT CLEAN AND FREE OF SEDIMENT.
N / 1 A~~~ 6. EACH CONTRACTOR SHALL DESIGNATE AN ”EROSION CONTROL SUPERVISOR” (ECS)
OO/ | §N W'INNES W OOD DRI VE ) EX. ROCKERY TO BE | THAT MUST BE ONSITE WHENEVER WORK IS BEING PERFORMED. THE ESC SHALL
< 9 i 2 [y REMOVED /MODIFIED AS - MAKE PERIODIC (AT LEAST DAILY) CHECKS ON THE APPLICABLE EROSION SYSTEMS
I N8816°54™W 270.00° (P) 269.89" | =NEEDED TO CONSTRUCT | AND PERFORM REPAIRS AND UPGRADES IMMEDIATELY AS NEEDED. WORK MAY BE
— 2 989" (M) | | NEW DRIVEWAY |
[ a - VARG VERAY | STOPPED IF THE EROSION CONTROL SYSTEMS ARE NOT BEING CHECKED OR
|| - SILT FENCE S = MAINTAINED OR ARE NOT OPERATING EFFECTIVELY.
SEE DETAIL \ 2]
) 777173-/!{514755! ,(T)[ 7 |0 - . CONSTRUCTION SEQUENCE:
CATCH BASIN INSERT v X 1. PRIOR TO ANY CONSTRUCTION ACTIVITY, THE CONTRACTOR SHALL SCHEDULE AN
mlséEgH%l:;_TTAlé. n% R s ATTEND A PRE—CONSTRUCTION CONFERENCE.
/ ! = 1 \
/ S — 2. SURVEY THE CLEARING LIMITS/PROPERTY BOUNDARY AND SET WITH PERMANENT
e AN . ~ AN MARKERS OR STAKES. PRIOR TO NEXT ACTIVITY, AN INSPECTION OF THE MARKERS
__NBBIE'54™W 26587 LA NI T T T e SHALL BE PERFORMED BY THE DSD.
/ J .\ AN **%3/***%—7{/’} E— 3. CONSTRUCT THE STABILIZED CONSTRUCTION ENTRANCE. (IF REQUIRED)
S01°43 ;ﬂs(\;\( PN \ Bﬁ\/ /e 4. INSTALL FILTER FABRIC FENCE. INSTALL CB FILTER FABRIC PROTECTION.
i/ 0\ #x 16 AN P / - 4\ 5. GRADE FOR SHARED DRIVEWAYS. INSTALL OFF AND ONSITE UTILITIES.
|/ I\ k- b v \
y \‘ 7/ \X\t{zwf . \ e T \ 6. STABILIZE AREAS TO REMAIN UNWORKED.
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\ CONSTRUCTION ACCESS, Y P
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— / \ N e N \ N7 S/ : \ { Ve ¥ N MAINTENANCE PER 2009 KCSWDM
CITY OF ISSAQUAH - PLANNING REVIEW o - @/ N AN N Lo PROPOSE\b " v/ y 4, N ¢ 1. QUARRY SPALLS (OR HOG FUEL) SHALL BE ADDED IF THE PAD IS NO LONGER IN ACCORDANCE
AT o J - Y V. v ¥ N = WITH THE SPECIFICATIONS.
— / // h N \y/ N — CLEARING/GRADING / B ‘N LOT 4 \ 2. IF THE ENTRANCE IS NOT PREVENTING SEDIMENT FROM BEING TRACKED ONTO PAVEMENT, THEN
N y | LIMITS (TYP) s q LoT 4 N THE WOODS AT ISSAQUAH \ ALTERNATIVE MEASURES TO KEEP THE STREETS FREE OF SEDIMENT SHALL BE USED. THIS MAY
A R RN \ N ' / | v ~ [ 9,600 SQ. FT. '\ \ DIVISION 4 INCLUDE STREET SWEEPING, AN INCREASE IN THE DIMENSIONS OF THE ENTRANCE, OR THE
/ - 7N 7N / O N 10T 3 | P v / ~ (, N \ voL. 127, PGS. 35 & 36 INSTALLATION OF A WHEEL WASH. IF WASHING IS USED, IT SHALL BE DONE ON AN AREA
= q ') COVERED WITH CRUSHED ROCK, AND WASH WATER SHALL DRAIN TO A SEDIMENT TRAP OR POND
/9/ & 7 \ 9,600 SQ. FT. | \ 3. ANY SEDIMENT THAT IS TRACKED ONTO PAVEMENT SHALL BE REMOVED IMMEDIATELY BY
— — p \ SWEEEPING. THE SEDIMENT COLLECTED BY SWEEPING SHALL BE REMOVED OR STABILIZED ON
ALL WORK SUBJECT v e \ SITE. THE PAVEMENT SHALL NOT BE CLEANED BY WASHING DOWN THE STREE, EXCEPT WHEN
TO FIELD INSPECTION® ~ | SWEEPING IS INEFFECTIVE AND THERE IS A THREAT TO PUBLIC SAFETY. IF IT IS NECESSARY TO
=BT ~ N o [, WASH THE STREETS, A SMALL SUMP MUST BE CONSTRUCTED. THE SEDIMENT WOULD THEN BE
/ GRAVEL: DRIVEWA Ao N - WASHED INTO THE SUMP WHERE IT CAN BE CONTROLLED. WASH WATER MUST BE PUMPED BACK
P 4 LOT 44 \ LN e e N ONTO THE SITE AND CAN NOT DISCHARGE TO SYSTEMS TRIBUTARY TO SURFACE WATERS.
o e PN THE WOODS AT ISSAQUAH | DREVEWAY % 4. ANY QUARRY SPALLS THAT ARE LOOSENED FROM THE PAD AND END UP ON THE ROADWAY
CITY OF ISSAQUAH _ v DIVISION 1 ¢ G ! ‘ _ SHALL BE REMOVED IMMEDIATELY.
< VOL. 110, PGS. 31-33 - — 5. IF VEHICLES ARE ENTERING OR EXITING THE SITE AT POINTS OTHER THAN THE CONSTRUCTION
AP P R 0 V E . S — ENTRANCE(S), FENCING SHALL BE INSTALLED TO CONTROL TRAFFIC.
’ ) - T —_—
N EX. HOUSE 180"  —
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L ) INSFPEU T N Y SEPARATE DEMO PERMIT REQUIRED. Tree Protet.:tlon. Area, Entrance Prohibited
h e g THE WOODLSQ TA ﬁSSAQUAH 7 To report violations contact
CITY OF ISSAQUAH - ENGINEERING REVIEW N 8 / / DIVISION 1 ~ / City Code Enforcement
- VOL. 110, PGS. 31-33 LOT 42 THE WOODS AT ISSAQUAH ;17 -
P P R 0 V E N / THE WOODS AT ISSAQUAH DIVISION 1 PP THE WOODE‘OZE/SSAQUAH at (425) 837-3107
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ﬂ - / VOL. 110, PGS. 31-33 oo \ VOL. 127, PGS, 35 & 36
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ALL WORK SUBJECT & A tree designated for retention shall not have the * EXISTING TREE
TO HELD INSPECTION . . .- ey . .
ONTS N FILTER FABRIC SHALL BE SPLICED soil grade altered within its dripline or within fifteen M\ vrnvous
AT POSTS. USE STAPLES, WIRE RINGS, OR i i i
EQUIVALENT 0 ATTACH FABNIC TO POSTS, 2 BY 14 o WRE OR (15) feet of its trunk whichever is greater S,/ CHAINLINK FENCING
EQUIVALENT, IF STANDARD 3 POST @ MAX 10’ OC
STRENGTH FABRIC USED \
u - INSTALL AT LOCATION
[
/ | A / CATCH BASIN /_ GRATE / AS SHOWN ON PLANS
FILTER FABRIC
\77/\f YNT* : . e - e FR TR Y T
KN | » NN NOTE: THIS DETAIL IS ONLY TREE TABLE: R R
\ \\;//\\\;/ z \j//\\\j/< SCHEMATIC. ANY INSERT IS — <%, XXRNX
. oo e OVERFLOW > ALLOWED THAT HAS A MIN. 0.5
g SOLID /\\\/\\i// b5 i///\\i/g C.F. OF STORAGE, THE MEANS TO TREE RE ggl,;mg/\/ TABLE
; WALLS\\Z%k . X DEWATER THE STORED SEDIMENT,
~ FLTER MEDIA \\;//\\\/ | . §/<\§/< AN OVERFLOW, “AND AN BE TREE NO. | SPECIES DBH (Di4.) | CONDITION | LOCATION | STATUS
\ FOR DEWATERING \//\\\/ . o >//\\>/< EASILY MAINTAINED. 1 DF /Pm 38” 54’ 2 LoT 3 REMOVE
ms \\///\\\// ~ b, \/Z\\\g 2 Sq/Ls 16" 36’ 1 LOT 3 RETAIN
\ \ \ \ \K » )
SAN — S 3 BAC/Ca 16 36 1 LOT 4 RETAIN
) XD g
§//§§// ’ / , i//j\\i//f 4 WRC/Tp 18” 40’ 1 LOT 4 RETAIN
— 6" MAX. = \M,N,MUM 44" TRENCH g Y POROUS BOTTOM R 5 WRC/To | 12" 28’ 1 [OT 4 | RETAIN . MINIMUM FOUR (4) FOOT HIGH TEMPORARY CHAINLINK FENCE SHALL BE PLACED AT THE
N \<//§\// . , \///\i\//) 6 WRC/Tp 48" 44’ 2 LOT 2 REMOVE CRITICAL ROOT ZONE OR DESIGNATED LIMIT OF DISTURBANCE OF THE TREE TO BE SAVED.
— N
|_J BACKFILL TRENCH WITH L] YR N 7 WRC/Tp 32" 36° 2 Lot 2 REMOVE FENCE SHALL COMPLETELY ENCIRCLE TREE(S). INSTALL FENCE POSTS USING PIER BLOCK ONLY.
mg-‘//EEDSg/?LA \‘}ERL 3/4°-1.5 8 WRC/Tp 38" 44’ 2 LOT 2 REMOVE AVOID POST OR STAKES INTO MAJOR ROOTS. MODIFICATIONS TO FENCING MATERIAL AND
POST SPACING MAY BE INCREASED MAINTENANCE STANDARDS 15; NF/Ap 20" 22° 2 tg; ; T?EEA’;iIVNE LOCATION MUST BE APPROVED BY PLANNING OFFICIAL.
TO 8 IF WIRE BACKING IS USED WRC/T; 22" 42' 2 :
2"2" WoOD POSTS. STEEL FENCE 1. ANY ACCUMULATED SEDIMENT ON OR AROUND THE FILTER FABRIC PROTECTION SHALL BE 77 WRC?TP - - 7 OFF—SITE | OFF=SITE - TREATMENT OF ROOTS EXPOSED DURING CONSTRUCTION: FOR ROOTS OVER ONE (1) INCH
POSTS. REBAR. OF EQUIVALENT REMOVED IMMEDIATELY. SEDIMENT SHALL NOT BE REMOVED WITH WATER, AND ALL SEDIMENT p 16 36 DIAMETER DAMAGED DURING CONSTRUCTION, MAKE A CLEAN STRAIGHT CUT TO REMOVE e
S MUST BE DISPOSED OF AS FILL ON—SITE OR HAULED OFF-SITE. 12 WRC/Tp | 26 44 2 LOT T | RETAIN DAMAGED PORTION OF ROOT. ALL EXPOSED ROOTS SHALL BE TEMPORARILY COVERED WITH
SILT FENCE MAINTENANCE PER 2016 KCSWDM 2. ANY SEDIMENT IN THE CATCH BASIN INSERT SHALL BE REMOVED WHEN THE INSERT HAS FILLED ;i WRC/Tp 48” 44" 2 5 FLFOTSI7TE oﬁg T/;’/';E DAMP BURLAP TO PREVENT DRYING AND COVERED WITH SOIL AS SOON AS POSSIBLE. determined
1. ANY DAMAGE SHALL BE REPAIRED IMMEDIATELY. OREATIRD OF THE ALAILADLE STORAGE. THE FILTER MEDIA FOR THE INSERT SHALL BE CLEANED WRC/Tp 8 14 ! - - . NO STOCKPILING OF MATERIALS, VEHICULAR TRAFFIC, OR STORAGE OF EQUIPMENT OR licable.
2. IF CONCENTRATED FLOWS ARE EVIDENT UPHILL OF THE FENCE, THEY MUST BE INTERCEPTED AND CONVEYED TO A - 15 RA/Ar 10” 34’ 1 LOT 1 RETAIN MACHINERY SHALL BE ALLOWED WITHIN THE LIMIT OF THE FENCING. FENCING SHALL NOT BE
5. IT1S MPORTANT T0 CHECK THE UPHILL SIDE OF THE FENCE FOR SIGNS OF THE FENCE CLOGGING AND ACTING AS A 3. REGULAR MAINTENANCE IS CRITICAL FOR BOTH FORMS OF GATCH BASIN PROTECTION. UNLIKE 1 BLM/Am 14 56° ! Lot 1 REMOVE '
' MANY FORMS OF PROTECTION THAT FAIL GRADUALLY, CATCH BASIN PROTECTION WILL FAIL MOVED OR REMOVED UNLESS APPROVED BY THE CITY PLANNING OFFICIAL. WORK WITHIN R\
BARRIER TO FLOW AND THEN CAUSING CHANNELIZATION OF FLOWS PARALLEL TO THE FENCE. IF THIS OCCURS, REPLACE : S
THE FENCE OR REMOVE THE TRAPPED SEDIMENT. SUDDENLY AND COMPLETELY IF NOT MAINTAINED PROPERLY. >< TREE TO BE REMOVED TOTAL 382" RETAINED 168” OR (44%) PROTECTION FENCE SHALL BE DONE MANUALLY UNDER THE SUPERVISION OF THE ON-SITE b
4. SEDIMENT MUST BE REMOVED WHEN THE SEDIMENT IS 6 INCHES HIGH. ARBORIST AND WITH PRIOR APPROVAL BY THE CITY PLANNING OFFICIAL. AH
5. IF THE FILTER FABRIC (GEOTEXTILE) HAS DETERIORATED DUE TO ULTRAVIOLET BREAKDOWN, IT SHALL BE REPLACED g
CATCH BASIN INSERT . FENCING SIGNAGE AS DETAILED ABOVE MUST BE POSTED EVERY FIFTEEN (15) FEET ALONG TON
SILT FENCE NS THE FENCE.
N.T.S. TREE PROTECTION
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